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Fig. 1. Camera locations and image overlap.

Number of images: 5606

Flying altitude: 166.116 m

Ground resolution: 0.0383627 m/pix

Coverage area: 18.1714 sq km

Camera stations: 5488

Tie-points: 10871389

Projections: 37777772

Error: 1.10517 pix

Camera Model Resolution Focal Length Pixel Size Precalibrated

ILCE-5100 6000 x 4000 15 mm 3916 x 3916 um Yes

Table. 1. Cameras.



Camera Calibration

1 pix
Fig. 2. Image residuals for ILCE-5100.

ILCE-5100

Type: Frame

Fx: 3969.04

Fy: 3970

Cx: 2990.61

Cy: 2005.69

Skew: -0.236

K1: -0.0480349

K2: 0.0432035

K3: -0.0173746

K4: 0.00259941

P1: -0.000238383

P2: 0.000480561



Camera Locations
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Fig. 3. Camera locations and error estimates.

Z error is represented by ellipse color. X,Y errors are represented by ellipse shape.

Estimated camera locations are marked with a black dot.

X error (m) Y error (m) Z error (m) Total error (m)

1.180274 1.445799 2.334730 2.989037

Table. 2. Average camera location error.



Digital Elevation Model
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Fig. 4. Reconstructed digital elevation model.

Resolution: 0.153451 m/pix

Point density: 42.468 points per sq m


